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Non-maintained operation

Autonomous duration 1,5 & 3 hours
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 GR-470  GR-471

INSTALLATION

145 lm 145 lmLIGHT OUTPUT

 GR-472

80 lm

 GR-473

80 lm

3,6V/1 Ah 3,6V/1 Ah 3,6V/1 Ah 3,6V/1 Ah

AUTONOMY 1,5 h 1,5 h 3 h 3 h

2,6W/2,9VAMAX. POWER CONSUMPTION 2,6W/2,9VA 2,6W/2,9VA 2,6W/2,9VA

 GR-490  GR-491

3,9W/4,4VA

INSTALLATION

MAX. POWER CONSUMPTION

280 lm 280 lmLIGHT OUTPUT

4,8V/1,2Ah

AUTONOMY

 GR-492

140 lm

 GR-493

140 lm

3,9W/4,4VA 3,9W/4,4VA 3,9W/4,4VA

BATTERIES (NiMh) 4,8V/1,2Ah 4,8V/1,2Ah 4,8V/1,2Ah

1,5 h 1,5 h 3 h 3 h

CHARACTERISTICS

LED EMERGENCY LUMINARIES, WATERPROOF, CEILING MOUNTED, NON-MAINTAINED

LED EMERGENCY LUMINARIES, CEILING MOUNTED, NON-MAINTAINED

LED EMERGENCY LUMINARIES, SELF-TESTING, CEILING MOUNTED, NON-MAINTAINED

CHARACTERISTICS

 GR-470/WP  GR-471/WP

INSTALLATION

145 lm 145 lmLIGHT OUTPUT

 GR-472/WP

80 lm

 GR-473/WP

80 lm

3,6V/1 Ah 3,6V/1 Ah 3,6V/1 Ah 3,6V/1 Ah

AUTONOMY 1,5 h 1,5 h 3 h 3 h

2,6W/2,9VAMAX. POWER CONSUMPTION 2,6W/2,9VA 2,6W/2,9VA 2,6W/2,9VA

CHARACTERISTICS

 GR-490/WP  GR-491/WP

3,9W/4,4VA

INSTALLATION

MAX. POWER CONSUMPTION

280 lm 280 lmLIGHT OUTPUT

4,8V/1,2Ah

AUTONOMY

 GR-492/WP

140 lm

 GR-493WP

140 lm

3,9W/4,4VA 3,9W/4,4VA 3,9W/4,4VA

BATTERIES (NiMh) 4,8V/1,2Ah 4,8V/1,2Ah 4,8V/1,2Ah

1,5 h 1,5 h 3 h 3 h

LED EMERGENCY LUMINARIES, WATERPROOF, SELF-TESTING, CEILING MOUNTED, NON-MAINTAINED

CHARACTERISTICS

IP65

IP65

Escape routes Open areas Escape routes Open areas

Escape routes Open areas Escape routes Open areas

Escape routes Open areas Escape routes Open areas

Escape routes Open areas Escape routes Open areas

BATTERIES (NiCd)

BATTERIES (NiCd)
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European
manufacturer

IP65 IP42

Η εταιρεία είναι πιστοποιηµένη από:

 GR-480/CBS/WP   GR-481/CBS/WP

3,2W/4VA

INSTALLATION

MAX. POWER CONSUMPTION

270 lm 270 lmLIGHT OUTPUT

-

AUTONOMY

 GR-480/CBS

270 lm

 GR-481/CBS

270 lm

3,2W/4VA 3,2W/4VA 3,2W/4VA

BATTERIES (NiMh) - - -

- - - -

LED EMERGENCY LUMINARIES, CEILING MOUNTED, CBS 230V AC

CHARACTERISTICS

Escape routes Open areas Escape routes Open areas
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