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GR-75x/ST/LP
GR-75x/ST/HL

B LED INTERNALLY ILLUMINATED SAFETY SIGNS, SELF-TESTING, MAINTAINED/NON-MAINTAINED
TECHNICAL

CHARACTERISTICS GR-750/ST/HP/LL GR-751/ST/LP/LL GR-752/ST/HP/HL GR-753/ST/LP/HL
MAX. POWER CONSUMPTION 4W/4,3VA 4W/4,3VA 4,6W/4,8VA 4,6W/4,8VA
LIGHT OUTPUT 150/160 Im 150/160 Im 220/300 Im 220/300 Im
BATTERIES (NiCd) 3,6V/1,5 Ah 3,6V/1,5 Ah 3,6V/3 Ah 3,6V/3 Ah
AUTONOMY 3h 3h 3h 3h
GROSS WEIGHT 937 gr. 888 gr. 1010 gr. 961 gr.
Dimensions

GR-75x/ST/HL
GR-75x/ST/LP 358mm 88mm

—

1 FE1 X2 FIY 1 FE3 FI2

$-73600/L §-73600/R  §-73600/D  S$-73600/U $-75000/L $-75000/R  $-75000/D
$-73601/L $-73601/R  §-73601/D

358mm 85mm

88mm
125mm
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